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Introduction

SignalShark Finder can be used to search a given network for SignalShark devices.

Besides IP and MAC address, information about the firmware version, the device name and the serial
number of the SignalShark available in the network is listed. This information can be copied to the clipboard
for further use in other programs.

The tool also allows easy connection to a SignalShark via remote desktop.

2 Scanning for Devices

1.) Open the SignalShark Finder tool

2.) Select the network subnet to be searched.

(The current network of the computer is entered by default)

3.) Tap on “Scanning devices”
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3 Copy List to Clipboard

1.) Select the list items to copy
2.) Tap on the “Copy List” button.

SignalShark Finder 01.30.06.06

OH P Version Device name Serial
number
192.168.178.8 V1.5.1 SignalShark PT-2027
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MAC

BC-05-43-0C-A1-FC

Scanning devices

Single device:

Checked devices

: Copy list

3.) The copied list items can then be inserted into another program via the clipboard.

| SignalShark-List.txt -

Datei Bearbeiten Format Ansicht 7

|192.163.1?8.B; v1l.5.1; signalshark; PT-2027;

BC-05-43-0C-A1-FC;
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4 Connect to a SignalShark via Remote Desktop

1.) Select a device from the list to connect to.

2.) Tap on the “Connect remote” button to open a Remote Desktop session.

SignalShark Finder 01.30.06.06

P Version Device name Serial MAC
number

0 192.168.178.8 V151 SignalShark PT-2027 BC-05-43-0C-A1-FC
&

Single device:

Checked devices

IOC::nnne::t remote
w Copy list

3.) Enter the user name and password for the connection.

Anmeldeinformationen eingeben

Diese Anmeldeinformaticnen werden far das Herstellen einer Verbindung
mit192.168.178.8 verwendet.

IT ] AlUser
‘ ’ (LI LIL1X]1]
Domaéne: Vi-01254-00

[ Anmeldedaten speichern

OK || Abbrechen

Note
To log in locally on the SignalShark, the string ".\" must be entered before the user name.
The default user name is “User”

The default password is “changeme”
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4.) Confirm the security certificate

Die Identitat des Remotecomputers kann nicht uberpruft
werden. Mochten Sie die Verbindung dennoch herstellen?
Der Remotecomputer konnte aufgrund von Sicherheitszertfikatproblemen
nicht authentffiziert werden. Das Fortsetzen des Vorgangs ist eventuell nicht
sicher.
Zeifikatname
@ Mame im Zertifikat des Remotecomputers:
SIGNALSHARK

Zertifikcatfehler

Folgende Fehler sind bei der Verffizierung des Zertifikats des
Remotecomputers aufgetreten:

/1. Das Zerfilkat stammt nicht von siner vertrauenswiirdigen
Zertifizierungsstelle.

Machten Sie die Werbindung trotz der Zerifikatfehler herstellen?

[] Micht emeut nach Verbindungen mit diesem Computer fragen.
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