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Script “nslconvertspectrum”

The script “nslconvertspectrum” allows to convert SignalShark spectrum data from HDF5 (.h5) file format to .csv file
format.

The script is executed through the Narda Script Launcher Application. It prompts the user to select an HDF5 file
containing the spectrum data that needs to be converted into the CSV file format. Once the file is selected by the user,
its contents are verified to check the presence of spectrum data. The file is then converted to CSV format, and saved
in the parent directory with a new name and a csv file extension.
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Procedure

The (.h5) files logged by SignalShark in the Datalogger folders
have the spectrum data present in them. These files can be
viewed in HDFView Application:

FF HDFView 3.1.1 -

File Window Tools Help
20 e@m
Recent Files ‘ \\192.168.128.3\data\Narda_SignalShark\Datalogger\Data Sets\Data_Set_Sg

v B Data_Set_Spectrum_  Object Attribute Info General Object Info

v @MyMeas
i Spectrogram Attribute Creation Order: | Creation Order NOT Tracked
8 Spectrum Number of attributes = 33 Add Attribute Delet
Name Type
Attenuator / dB 32-bit floating-point

Binwidth / Hz
Dataset interpretation hints

64-bit floating-point
String, length = variable

/\ NardaScriptLauncher

nslconverter| nsldfautopilot nsldspectrum nslgnss nsl * | *

Convert SignalShark Spectrum Data to CSV

Converts SignalShark spectrum data from HDF5-file to CSV-ile(s). Several
Tasks will be divided into separate CSV files.

Convert SignalShark Spectrogram Data to CSV
Converts SignalShark spectrogram data from HDF5-file to CSV-ile(s). Seve...
Tasks will be divided into separate CSV files.

Convert IDA to SignalShark tx table
Converts IDA CSV based Tx table to XML based SignalShark Tx table

Convert SRM Service Table
Converts CSV based SRM senvice table to SignalShark XML based tx table

Convert a Template Generated CSV Tx table to XML
Converts Template-based CSV Tx table to XML based SignalShark Tx table

When the script is executed, the user is asked to select the
(.h5) file from the file picker.

Upon file selection, the script validates the presence of
spectrum data in the (.h5) file. If the validation succeeds, a
progress bar appears on the screen showing the status of file
conversion:
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Task in progress

Conversion in progress

Cancel

Info

o Conversion done.

7. Press “Ok” to terminate script.

The resulting .csv file shows the measurement specifications
and also provides a list of the logged frequency values against
pPk and RMS level values:

A B C D
1 |Description _|Va|ue
2 |Binwidth / H: 31250
3 |Frequency ol 85000000
4 |Number of b 801
5 |Levelunit  b'dBm’
6 |Measuremer 0.01
7 | RBW / Hz 62500
8 |Reference ler -14.5
9 |Attenuator / 0
10 |Geolocation  48.458394
11 |Geolocation 9.23011417
12 |
13 |
14 |Frequency Level pPk Level RMS
15| 85000000 -89.82688 -97.74068
16 | 85031250 -89.309494 -97.8759
17| 85062500 -89.41531 -97.80536
18 | 85093750 -88.03951 -97.605446
19 | 85125000 -89.00963 -97.511375
20 | 85156250 -88.121826 -97.476105
21| 85187500 -89.84452 -97.58193
22 | 85218750 -89.23305 -97.775955

Data Set Spectrum Spectrogram-M
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® Names and Logo are registered trademarks of Narda Safety Test Solutions GmbH — Trade names are trademarks of the owners.

NSTS 2021-12 | SignalShark Python Scripts ReadMe | Subject to change without notice

www.narda-sts.com 2/2



	Procedure

