
0x0409.ini

[0x0409]
TITLE=Choose Setup Language
DESCRIPTION=Select the language for this installation from the choices below.
REBOOTMESSAGE=The installer must restart your system to complete configuring the Windows Installer service.  Click Yes to restart now or No if you plan to restart later.
ONUPGRADE=This setup will perform an upgrade of '%s'. Do you want to continue?
LATERVERSIONINSTALLED=A later version of '%s' is already installed on the this machine. The setup cannot continue.
OK=OK
Cancel=Cancel
1100=Setup Initialization Error
1101=%s
1102=%s Setup is preparing the %s, which will guide you through the program setup process.  Please wait.
1103=Checking Operating System Version
1104=Checking Windows(R) Installer Version
1105=Configuring Windows Installer
1106=Configuring %s
1107=Setup has completed configuring the Windows Installer on your system. The system needs to be restarted in order to continue with the installation. Please click Restart to reboot the system.
1108=%s
1150=Setup has detected an incompatible version of Windows. Please click OK and verify that the target system is running either Windows 95 (or later version), or Windows NT 4.0 Service Pack 6 (or later version), before relaunching the installation
1151=Error writing to the temporary location
1152=Error extracting %s to the temporary location
1153=Error reading setup initialization file
1154=Installer not found in %s
1155=File %s not found
1156=Internal error in Windows Installer
1158=Error populating strings. Verify that all strings in Setup.ini are valid.
1200=Restart
1603=Error installing Windows Installer engine.  A file which needs to be replaced may be held in use.  Close all applications and try again.
1201=Setup needs %lu KB free disk space in %s. Please free up some space and try again
1202=You do not have sufficient privileges to complete this installation for all users of the machine. Log on as administrator and then retry this installation
1203=Command line parameters:
1204=/L language ID
1205=/S Hide intialization dialog.  For silent mode use: /S /v/qn.
1206=/V parameters to MsiExec.exe
1207=Windows(R) Installer %s found. This is an older version of the Windows(R) Installer. Click OK to continue.
1208=ANSI code page for %s is not installed on the system and therefore setup cannot run in the selected language. Run the setup and select another language.
1604=This setup does not contain the Windows Installer engine (%s) required to run the installation on this operating system.
1607=Unable to install %s Scripting Runtime.
1608=Unable to create InstallDriver instance, Return code: %d
1609=Please specify a location to save the installation package.
1611=Unable to extract the file %s.
1612=Extracting files.
1613=Downloading file %s.
1614=An error occurred while downloading the file %s.  What would you like to do?
1615=hr
1616=min
1617=sec
1618=MB
1619=KB
1620=/sec
1621=Failed to verify signature of file %s.
1622=Estimated time remaining: 
1623=%d KB of %d KB downloaded at 
1624=Preparing to Install...
1625=Get help for this installation.
1626=Help
1627=Unable to save file: %s
1628=Failed to complete installation.
1629=Invalid command line.
1630=/UA<url to InstMsiA.exe>
1631=/UW<url to InstMsiW.exe>
1632=/UM<url to msi package>
1633=/US<url to IsScript.msi>
1634=Setup Initialization Error, failed to clone the process.
1635=The file %s already exists.  Would you like to replace it?
1636=/P password mode
1637=/A administrative installation
1638=/J advertise mode
1639=/X uninstall mode
1640=/F repair mode
1641=/B cache installation locally
1642=Could not verify signature.  You need Internet Explorer 3.02 or later with Authenticode update.
1643=Setup requires a newer version of WinInet.dll.  You may need to install Internet Explorer 3.02 or later.
1644=You do not have sufficient privileges to complete this installation. Log on as administrator and then retry this installation
1645=Error installing Microsoft(R) .NET Framework, Return Code: %d
1646=%s optionally uses the Microsoft (R) .NET %s Framework.  Would you like to install it now?
1648=Setup has detected an incompatible version of Windows. Please click OK and verify that the target system is running either Windows 95 (or later version), or Windows NT 4.0 Service Pack 3 (or later version), before relaunching the installation
1649=%s optionally uses the Visual J# Redistributable Package. Would you like to install it now? 
1650= (This will also install the .NET 1.1 Framework.)
1651=Setup has detected an incompatible version of Windows. Please click OK and verify that the target system is running Windows 2000 Service Pack 3 (or later version), before relaunching the installation

1652=%s requires that the following requirements be installed on your computer prior to installing this application. Click OK to begin installing these requirements:
1653=Installing %s
1654=Would you like to cancel the setup after %s has finished installing?
1655=The files for installation requirement %s could not be found. The installation will now stop. This is probably due to a failed, or canceled download.
1656=The installation of %s appears to have failed. Do you want to continue the installation?
1657=Succeeded
1658=Installing
1659=Pending
1660=Installed
1661=Status
1662=Requirement
1663=Failed
1664=Extracting
1665=Downloading

[Languages]
0x0404=Chinese (Traditional)
0x0804=Chinese (Simplified)




autorun.inf
[autorun]
OPEN=setup.exe
ICON=NSTS_ws.ico,0
shell=OpenCD
Shell\OpenCD\ = Start Master Setup
Shell\OpenCD\Command = setup.exe



Data1.cab


HHUpd.Exe


instmsia.exe


instmsiw.exe


ISScript10.Msi


NSTS_ws.ico


setup.exe


Setup.ini
[Info]
Name=INTL
Version=1.00.000
DiskSpace=8000	;DiskSpace requirement in KB

[Startup]
CmdLine=
SuppressWrongOS=Y
ScriptDriven=1
ScriptVer=10.0.0.159
DotNetOptionalInstallIfSilent=N
OnUpgrade=1
RequireExactLangMatch=0404,0804
Product=SRM-Tools
PackageName=SRM-Tools.msi
EnableLangDlg=N
LogResults=N
DoMaintenance=Y
ProductCode={56B5FFE6-7031-438D-901C-DDAF60636B83}
ProductVersion=2.2.1
SuppressReboot=Y
PackageCode={8A54C018-6DAC-492F-9CC9-E0DCFAD3A3E9}

[MsiVersion]
2.0.2600.0=SupportOS

[SupportOSMsi11] ;Supported platforms for MSI 1.1
Win95=1
Win98=1
WinNT4SP3=1

[SupportOSMsi12] ;Supported platforms for MSI 1.2
Win95=1
Win98=1
WinME=1
WinNT4SP3=1

[SupportOS] ;Supported platforms for MSI 2.0
Win95=1
Win98=1
WinME=1
WinNT4SP6=1
Win2K=1

[SupportOSMsi30] ;Supported platforms for MSI 3.0
Win2KSP3=1
WinXP=1
Win2003Server=1

[Win95]
MajorVer=4
MinorVer=0
MinorVerMax=1
BuildNo=950
PlatformId=1

[Win98]
MajorVer=4
MinorVer=10
MinorVerMax=11
BuildNo=1998
PlatformId=1

[WinME]
MajorVer=4
MinorVer=90
MinorVerMax=91
BuildNo=3000
PlatformId=1

[WinNT4SP3]
MajorVer=4
MinorVer=0
MinorVerMax=1
BuildNo=1381
PlatformId=2
ServicePack=768

[WinNT4SP6]
MajorVer=4
MinorVer=0
MinorVerMax=1
BuildNo=1381
PlatformId=2
ServicePack=1536

[Win2K]
MajorVer=5
MinorVer=0
MinorVerMax=1
BuildNo=2195
PlatformId=2

[Win2KSP3]
MajorVer=5
MinorVer=0
MinorVerMax=1
BuildNo=2195
PlatformId=2
ServicePack=768

[WinXP]
MajorVer=5
MinorVer=1
MinorVerMax=2
BuildNo=2600
PlatformId=2

[Win2003Server]
MajorVer=5
MinorVer=2
MinorVerMax=3
BuildNo=2600
PlatformId=2




[Languages]
count=1
default=409
key0=409
[SRM-Tools.msi]
Type=0
Location=SRM-Tools.msi
[Setup.bmp]
Type=0
[instmsiw.exe]
Type=0
Location=instmsiw.exe
[instmsia.exe]
Type=0
Location=instmsia.exe
[ISScript.msi]
Type=0
Location=ISScript10.Msi




SRM-Tools.msi


ReadMe Tools 2.2.1.txt

Narda Safety Test Solutions 					June, 2007


 			+++++++++ SRM-Tools 2.2.1 +++++++++
				  

Please read the following comments carefully before updating your SRM-Tools to 2.2.1:
++++++++++++++++++++++++++++++++++++++++++++++++++++++++++++++++++++++++++++++

To use the SRM-Tools you need at least a firmware >1.4.X.

Please reboot your system after firmware update.


Changes since last SRM-TS Version 2.2.0:
+++++++++++++++++++++++++++++++++++++++++
- Improved Communication Settings
- Improved Data Export


Changes since last SRM-TS Version 2.1.4:
+++++++++++++++++++++++++++++++++++++++++
- New Library Release with Service Table, Standards and Setups 
- Improved Setup Handling
- New Help File
- Compatible to new functions of Firmware 1.5.X

Changes since last SRM-TS Version 1.2.8:
+++++++++++++++++++++++++++++++++++++++++
- New Graphic Design

Changes since last SRM-TS Version 1.2.7:
+++++++++++++++++++++++++++++++++++++++++
- Graphic Problems solved
- Better handling of ; and ,
- Able to read "Time Analysis Mode" Data

Changes since last SRM-TS Version 1.2.3:
+++++++++++++++++++++++++++++++++++++++++
- Installation Problem solved
- 50 entries in Service Table
- Improved CSV and Excel export


Changes since last SRM-TS Version 1.1.3:
+++++++++++++++++++++++++++++++++++++++++
- New Help file
- "UMTS P-CPICH" Data can be downloaded from SRM-3000
- Activation of SRM-3000 "UMTS P-CPICH" Option


Update procedure for SRM firmware:
++++++++++++++++++++++++++++++++++
with SRM-Tools:
Please install and start your provided Version of SRM-Tools, press the soft key "Update Firmware" and follow  
the instructions of the installation wizard.

If you want to update your SRM-Tools version you are able to download the latest version from the Narda  
homepage: http://www.narda-sts.com

!!!Firmware Update only with serial port possible!!!


Update procedure for SRM-Tools after the first version was installed:
++++++++++++++++++++++++++++++++++++++++++++++++++++++++++++++++++
Before installing the new SRM-TS Version uninstall the current SRM-TS Version on your PC 
by START-> Program -> Narda Safety -> SRM-TS uninstall 
or by running setup.exe
After uninstallation of the current SRM-TS Version install your new SRM-TS Version by running setup.exe


                                ************************
                                         SRM-Tools
                                ************************

The PC Configuration Software SRM-Tools is developed for the Selective Radiation Meter SRM-3000 
from Nards Safety Test Solution.

The software performs the following main tasks:
- Configuration of the SRM
- Readout of stored data from SRM
- Activation of options
- Firmware update of the SRM


System requirements:
--------------------
Microsoft Windows 2000 or XP, min. 4MB RAM, graphic card VGA 640/480, 256 colours, 
CD-ROM drive, USB port and serial COM port for Firmware Update, free hard disk space 5 MB

Remark:
------- 
The SRM-TS Demo Version has no communication function and is not able to open databases 
made outside the SRM-TS Demo Version. 
An SRM-TS Version without a license is installed as "30-days-Version". 


Best regards,

Product Management


CONTACT:

Narda Safety Test Solutions GmbH        
Sandwiesenstraße 7                      
D-72793 Pfullingen                      

Telephone: +49-7121-9732-777            
Fax      : +49 7121-9132-790            
E-Mail   : support@narda-sts.de         
Homepage : www.narda-sts.de             



Narda Safety Test Solutions
435 Moreland Road
Hauppage, NY 11788, USA

Telephone: +1 631 231-1700
Fax      : +1 631 231-1711
E-Mail   : NardaSTS@L-3COM.com
Homepage : www.narda-sts.com



nardcom.inf
; nardcom.inf
;
; Installation file (.inf) for the USB Serial device driver.
;
; Copyright © 2006 Thesycon
;


[Version]
Signature="$Windows NT$"
Provider=%S_Provider%
ClassGUID={4d36e978-e325-11ce-bfc1-08002be10318}
Class=Ports
CatalogFile=nardcom.cat
DriverVer=06/28/2006,1.2.0.0

;
; Driver information
;

[Manufacturer]
%S_Mfg%=_Devices

[_Devices]
%S_DeviceDesc1%=Install,USB\VID_0525&PID_a770

;
; General installation section
;

[Install.NT]
CopyFiles=_CopyFiles_sys
AddReg=Common_AddReg

[Install.NT.HW]
AddReg=_AddReg_Param

;
; Service Installation
;

[Install.NT.Services]
AddService = nardcom, 0x00000002 , Install_Service_Inst, Install_EventLog_Inst
AddReg = _AddRegService

[Install_Service_Inst]
ServiceType    = 1                  ; SERVICE_KERNEL_DRIVER
StartType      = 3                  ; SERVICE_DEMAND_START
ErrorControl   = 1                  ; SERVICE_ERROR_NORMAL
ServiceBinary  = %12%\nardcom.sys


[Install_EventLog_Inst]
AddReg = Install_EventLog_AddReg

[Install_EventLog_AddReg]
HKR,,EventMessageFile,0x00020000,"%SystemRoot%\System32\IoLogMsg.dll;%SystemRoot%\System32\drivers\nardcom.sys"
HKR,,TypesSupported,0x00010001,7


[_AddRegService]
HKR,,Parameters,,,


[_AddReg_Param]
HKR,,ReadBufferSize,  %REG_DWORD%, 1024
HKR,,WriteBufferSize, %REG_DWORD%, 1024
HKR,,ReadBufferCount, %REG_DWORD%, 3
HKR,,WriteBufferCount,%REG_DWORD%, 3
HKR,,DriverUserInterfaceGuid,%REG_SZ%,"{05E45C58-D11A-49ce-A1FC-C972D2E83A57}"


[Common_AddReg]
; is a serial port
HKR,,PortSubClass,1,01
; property page, system default
HKR,,EnumPropPages32,,"MsPorts.dll,SerialPortPropPageProvider"

[DestinationDirs]
DefaultDestDir   = 12
_CopyFiles_sys = 10,System32\Drivers

;
; Source file information
;

[SourceDisksNames.x86]
1 = %S_DiskName%,,,""

[SourceDisksFiles]
nardcom.sys = 1,,

[_CopyFiles_sys]
nardcom.sys

[Strings]

;
; Non-Localizable Strings
;

REG_SZ         = 0x00000000
REG_MULTI_SZ   = 0x00010000
REG_EXPAND_SZ  = 0x00020000
REG_BINARY     = 0x00000001
REG_DWORD      = 0x00010001
SERVICEROOT    = "System\CurrentControlSet\Services"

;
; Localizable Strings
;
S_Provider="Narda"
S_Mfg="Narda"
S_DeviceDesc1="SRM-3000 USB Driver"
S_DiskName="SRM Driver disk"





nardcom.sys

